Lapeyre Stair industrial Open Riser Questionnaire
Model 01AA/02AA

Contact Name __________________________ Company ___________________________________
Phone____________________ Fax___________________ Email__ ___________________________
City/State/Zip (Required for a freight estimate) _ _________________________________________________
1.  Stair Type:  A, B, C or D (choose only one) 
     A.   __ Industrial Egress  * Occupancy Type, (Choose Building Code)   

           __ BOCA 1999  *F1-F2 Factory (306) or Storage (311)

           __ SBC 1999                 *F1-F2 Factory (307) or Storage (312)

           __ UBC 1999                 *F1-F2 Factory (306) or Storage (311)
           __ ANSI 1264.1-2000 
     B.   __ Equipment Access      OR      __ Secondary Egress   (Choose Building Code)

           __ OSHA 1999   __CAL OSHA 1999   __ANSI 1264.1-2000  __NFPA 101 Industrial
     C.   __ Fire Escape   __NFPA 101 Industrial / ANSI 1264.1-2000
     D.   __ Construction Site Temporary Stairs (24” minimum width,  30” maximum width)
                  Application_______________________________________________________________
2.  Stringer Material: Carbon Steel (only)   
      *Stocked Powder Coat Finishes:  __*Safety Yellow   __*Iron Gray   __*Primer

              *These (3) finishes are included in the price of the stair, spray paint is available for a minimal charge
      **Special Color Powder Coat (not stocked) ______________________**RAL #/Color
              **Costs roughly 20% more than *stocked finishes, ship out lead time is longer, touch-up spray paint is not available

     ***Hot Dip Galvanized             __YES     __NO
              ***Costs roughly 25% more than *stocked finishes, ship out lead time is up to (15) days longer
3.  Tread Material: Carbon Steel (only)
      Surface:   __Diamond Plate   __Concrete Pan   __Grip Tread   __Bar Grate     
       Width:     __ 24”   __ 30”   __ 36”   __42”   __48”    __ Custom width up to 60” (  _______”)
      (Overall finished widths:  29.5”,  35.5”,  41.5”,  47.5”,  53.5”) 
4.  Tread Finish: (Complete only if the finish will be different than the stringers   )   
       __*Safety Yellow   __*Iron Gray   __*Primer   __**Special Color   __***Hot Dip Galvanized

5. Vertical Height:   ___________ Maximum height: (12’ Industrial Egress) (15’ Fire Escape) (20’ OSHA)
6. Floor Space: ____________ (The space/angle can be adjusted within the building code range) 
7. Rail Material: Carbon Steel (only)           (Complete only if the finish will be different than the stringers & treads  )   
     __*Safety Yellow   __*Iron Gray   __*Primer   __**Special Color   __***Hot Dip Galvanized

8. Rail Selection:  __ Rails on Both Sides      __ No Rails
 __ Left (ascending)       __ Right (ascending)

     (In the absence of an appropriate guard, your code may require both rails.  Also, determine if ADA is required.)
9. Assembly:  __ Unassembled (Completely knocked down)
                        __ Partial Assembly (Treads attached to Stringers for widths up to 36” , costs more, accordingly)
        (Note: each stair system is shipped with a detailed assembly instruction manual, and is exclusive to your order)

10.  Provide a plan/elevation view for applications that require platform(s) and support legs.
      (Visit www.lapeyrestair.com/products/stairModel_01aa-02aa.aspx  for technical data and sample specifications) 
       (Note: All quotes are preliminary until you have approved a Lapeyre Stair drawing)   
     __FAX TO:  504-733-4393        __EMAILTO:  LS.SALES@LAPEYRESTAIR.COM   
